
Características

- Resolución hasta 4MP@25IPS.  
- Óptica Fija de 2.8mm (102ºx54ºx121º (HxVxD)), F1.6.
- Módulo de red móvil 4G de alto rendimiento incorporado.
- Sensor PIR incorporado que detecta las personas a través de infrarrojos pasivos que son
sensibles a la temperatura corporal.
- Incluye chip de memoria de 8Gb eMMC que protege los registros clave para que no se pierdan.
Soporta MicroSD 256Gb.
- IR y luz blanca. Iluminación Dual 1xLED30m/1xIR50m.
- Alarma de luz y sonido, micrófono y altavoz integrados; Admite conversación bidireccional.
- Compatible con: ONVIF (Profile S/Profile G); CGI.
- Software de gestión: DSS; DMSS.
- Incluye soporte de montaje en pared PFB121W.
- Dimensiones y peso: 132x219x179mm / 0.680Kg.

Productos Alternativos
IPC-HFW2431DG-4G-SP-EAU-B-0280B
IPC-HFW2431DG-4G-SP-EAU-B 

Accesorios
PFA121 
PFA162 
PFB2213C 
TF-L100/256GB 

https://www.ibdglobal.com/shop/product/ipc-hfw3441dg-as-4g-eau-b-0280b-tubular-ip-h265-4m-wdr-starlight-led30m-

ir50m-2-8mm-ip67-pir-audio-mic-e-s-4g-ai-17816

IPC-HFW3441DG-AS-4G-EAU-B-0280B
Tubular IP H265 4M WDR Starlight LED30m/IR50m 2.8mm IP67 PIR
AUDIO MIC E/S 4G AI
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https://www.ibdglobal.com/shop/product/ipc-hfw2431dg-4g-sp-eau-b-0280b-tubular-solar-ip-h265-4m-wdr-starlight-led30m-ir50m-2-8mm-ip67-pir-audio-mic-4g-17904
https://www.ibdglobal.com/shop/product/ipc-hfw2431dg-4g-sp-eau-b-tubular-solar-ip-h265-4m-wdr-starlight-led30m-ir50m-3-6mm-ip67-pir-audio-mic-4g-17655
https://www.ibdglobal.com/shop/product/pfa121-caja-conexiones-para-hfw9-hfw10-hdw2-3903
https://www.ibdglobal.com/shop/product/pfa162-rotula-3-ejes-para-carcasas-pfh610n-v-a-3221
https://www.ibdglobal.com/shop/product/pfb2213c-soporte-para-montaje-en-techo-de-tubulares-ajustable-800-1500mm-19362
https://www.ibdglobal.com/shop/product/tf-l100-256gb-tarjeta-micro-sd-256gb-tlc-uhs-i-series-l100-17715
https://www.ibdglobal.com/shop/product/ipc-hfw3441dg-as-4g-eau-b-0280b-tubular-ip-h265-4m-wdr-starlight-led30m-ir50m-2-8mm-ip67-pir-audio-mic-e-s-4g-ai-17816
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