
Características

- Carcasa Aluminio, protección IP67 e IK10.
- Visera, calefactor y ventilador.
- Distancia IR: 100m. RS484.
- Temperatura de trabajo: de -40ºC a +60ºC (95% HR).
- Espacio útil 215Lx90Wx83H mm (sin soporte).
- Aplicable a IPC-HF, HAC-HF.
- Certificación: CE, FCC, ICES.
- Soporte no incluido.
- Alimentación 24Vac@5A.
- Dimensiones y peso: 404x164x132mm / 3Kg.

Accesorios
PFB601W 
PFB604W 
PFB605W 

https://www.ibdglobal.com/shop/product/pfh610v-ir-carcasa-exterior-en-aluminio-ip67-ik10-calefactor-ventilador-ir100m-

24vac-16244

PFH610V-IR
Carcasa exterior en aluminio IP67 IK10 calefactor ventilador IR100m
24Vac
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https://www.ibdglobal.com/shop/product/pfb601w-support-de-plancher-passe-cable-pour-pfh610x-3906
https://www.ibdglobal.com/shop/product/pfb604w-support-mural-passe-cable-pour-pfh610x-3803
https://www.ibdglobal.com/shop/product/pfb605w-support-mural-passe-cable-pour-boitiers-serie-pfh610v-8693
https://www.ibdglobal.com/shop/product/pfh610v-ir-carcasa-exterior-en-aluminio-ip67-ik10-calefactor-ventilador-ir100m-24vac-16244
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