
Características

* Los parámetros que aparecen a continuación sólo pueden aplicarse a la serie 1239-S3.
- Resolución hasta 1080P@25IPS.
- Fija de 2.8mm (101°x53.4°x119.5° (HxVxD)), F1.0.
- Opciones de salida de video de HDCVI, AHD, HDTVI y CVBS por un puerto BNC.
- Tecnología Broadcast-quality Audio: transmisión de audio que restaura de la mejor manera
posible el audio de la fuente y elimina el ruido.
- Super Adapt: la cámara ajusta automáticamente sus parámetros para ofrecer un rendimiento
óptimo.
- Tecnología Full-color Starlight y Smart Light+.
- 4LED de luz blanca (hasta 40m).
- Alimentación / Consumo: 12Vdc (Max 7.79W).
- Dimensiones y peso: Φ106x96.9mm / 0.47Kg.

Productos Alternativos
HAC-HDW1239T-A-LED-0280B-S3 

Accesorios
PFA106-V2 
PFA139 
PFA139-V2 
PFB2204W 
PFB220C-V2 
PFB305W-V2 

https://www.ibdglobal.com/shop/product/hac-hdw1239t-led-0280b-s3-minidomo-hdcvi-4en1-2m-1080p-full-color-wdr-smart-

light-led40m-2-8mm-ip67-20696

HAC-HDW1239T-LED-0280B-S3
MiniDomo HDCVI 4EN1 2M 1080P FULL COLOR WDR Smart Light+
LED40m 2.8mm IP67
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https://www.ibdglobal.com/shop/product/hac-hdw1239t-a-led-0280b-s3-minidomo-hdcvi-4en1-2m-1080p-full-color-wdr-starlight-led40m-2-8mm-ip67-mic-20690
https://www.ibdglobal.com/shop/product/pfa106-v2-adaptador-de-montura-para-hdbw1-2-3-5-hdw1-2-3-5-pfb220c-pfb305w-21691
https://www.ibdglobal.com/shop/product/pfa139-boite-de-jonction-etanche-pour-hdw8-hdbw6-sd22-3603
https://www.ibdglobal.com/shop/product/pfa139-v2-caja-conexiones-para-minidomos-con-anclaje-en-4-puntos-21070
https://www.ibdglobal.com/shop/product/pfb2204w-soporte-pared-para-domos-para-domos-y-minidomos-21943
https://www.ibdglobal.com/shop/product/pfb220c-v2-soporte-para-montaje-en-techo-para-pfa10x-pfa117-22446
https://www.ibdglobal.com/shop/product/pfb305w-v2-soporte-para-montaje-en-pared-para-speed-dome-y-minidomos-21535
https://www.ibdglobal.com/shop/product/hac-hdw1239t-led-0280b-s3-minidomo-hdcvi-4en1-2m-1080p-full-color-wdr-smart-light-led40m-2-8mm-ip67-20696
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