
Características

- Resolución hasta 4MP@25IPS. 
- Óptica Fija de 2.8mm (95ºx52ºx114º (HxVxD), F1.6.
- 2 Streams simultáneos hasta 6 usuarios (ancho de banda total: 36M).
- Micrófono integrado. Soporta tarjeta Micro SD de 256G.
- Compatible con: ONVIF (Profile S/G/T); CGI.
- Software de gestión: navegador web, DSS y DMSS.
- Alimentación 12Vdc y PoE. Básica: 2.5W(12Vdc) y 3.3W(PoE) / Máx: 4.2W(12Vdc) y 5.1W(PoE).
- Tecnología Starlight.
- Dimensiones y peso: Φ70x166.2mm / 0.48Kg.

Productos Alternativos
IPC-HFW2449T-ZAS-IL-B 
IPC-HFW2441T-ZS-B 

Accesorios
PFA130-E-B-V2 
TF-P100/128GB 
TF-P100/256GB 
TF-P100/64GB 

https://www.ibdglobal.com/shop/product/ipc-hfw2441s-s-0280b-b-tubular-ip-h265-4m-wdr-starlight-ir30m-2-8mm-ip67-poe-

mic-ai-color-negro-20892

IPC-HFW2441S-S-0280B-B
Tubular IP H265 4M WDR Starlight IR30m 2.8mm IP67 PoE MIC AI
Color Negro
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https://www.ibdglobal.com/shop/product/ipc-hfw2449t-zas-il-b-tubular-ip-4m-h265-full-color-wdr-iluminacion-dual-led60m-ir60m-2-7-13-5mm-ip67-poe-audio-mic-e-s-ai-color-negro-20426
https://www.ibdglobal.com/shop/product/ipc-hfw2441t-zs-b-tubular-ip-h265-4m-wdr-starlight-ir60m-2-7-13-5vfm-ip67-poe-sd-mic-ai-color-negro-19399
https://www.ibdglobal.com/shop/product/pfa130-e-b-v2-caja-conexiones-impermeable-para-camaras-tubulares-y-minidomos-dahua-con-anclaje-en-3-puntos-color-negro-21056
https://www.ibdglobal.com/shop/product/tf-p100-128gb-tarjeta-micro-sd-128gb-uhs-i-series-p100-18821
https://www.ibdglobal.com/shop/product/tf-p100-256gb-tarjeta-micro-sd-256gb-uhs-i-series-p100-19684
https://www.ibdglobal.com/shop/product/tf-p100-64gb-tarjeta-micro-sd-64gb-uhs-i-series-p100-19869
https://www.ibdglobal.com/shop/product/ipc-hfw2441s-s-0280b-b-tubular-ip-h265-4m-wdr-starlight-ir30m-2-8mm-ip67-poe-mic-ai-color-negro-20892
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