
CaracterísticasCaracterísticas

- Sensor: CMOS 1/2,8”.
- Compresión: H.265 / H.264 / MJPEG.
- WDR 120dB.
- Entrada y Salida de Alarma.
- Entrada y Salida de Audio.
- Analitica: Detección de movimiento, Smart Motion, Cambio de escena,
Intrusión, Merodeo múltiple, Contador de personas, Detección de caras,
Detección de cruce de líneas
- Soporta tarjeta microSD (hasta 1TB).
- Ethernet 10Base-T/100Base-TX.
- ONVIF.
- Alimentación: PoE / 12Vdc / 5W.
- Dimensiones: 82 x 75 x 33,5 mm.
- Peso: 0,131 kg.

* Compatible con: HA35P2L28 / HA35P5L37 / HA35P5F12

AccesoriosAccesorios
HA35P2L28 
HA35P5F12 
HA35P5L37 

https://www.ibdglobal.com/shop/product/hc35wp5b-unidad-principal-ip-serie-35-pin-hole-5mp-20959

HC35WP5BHC35WP5B
Unidad Principal IP serie 35 Pin-hole 5mpUnidad Principal IP serie 35 Pin-hole 5mp

 

SMART TECH IBD GLOBAL SOLUTIONS, SL - CIF: B63904445 - R.M. de Barcelona: Volumen 37766, Folio 143, Hoja B-311665

https://www.ibdglobal.com/shop/product/ha35p2l28-minicamara-ip-serie-35-pin-hole-2mp-2-8mm-h265-wdr-poe-12vdc-audio-e-s-20956
https://www.ibdglobal.com/shop/product/ha35p5f12-minicamara-ip-serie-35-pin-hole-fisheye-5mp-1-22mm-h265-wdr-poe-12vdc-audio-e-s-20957
https://www.ibdglobal.com/shop/product/ha35p5l37-minicamara-ip-serie-35-pin-hole-5mp-3-7mm-h265-wdr-poe-12vdc-audio-e-s-20958
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