
Características

- Repetidor de señal de radio Jeweller.
- Compatible con fotoverificación.
- 1x Ethernet 100 Mbps.
- Hasta 3500 metros de alcance de comunicación por radio con el hub.
- Gestión y configuración en apps Ajax.
- Alimentación: 110-240 V, 50/60 Hz.
- Funcionamiento autónomo con “Internal Battery” (no incluida).
- Dimensiones: 216 × 216 × 45 mm.
- Peso: 1,200  Kg.

*Solo disponible para los partners acreditados.

Accesorios
ANTENA-EXT-BL 
BAT-16-S-BL 
BAT-60-S-BL 

https://www.ibdglobal.com/shop/product/rex-s-g3-bl-ajax-superior-rex-g3-jeweller-color-negro-22305

REX-S-G3-BL
Ajax Superior ReX G3 Jeweller. Color Negro
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https://www.ibdglobal.com/shop/product/antena-ext-bl-ajax-antena-externa-lte-color-negro-20239
https://www.ibdglobal.com/shop/product/bat-16-s-bl-ajax-superior-internal-battery-16h-para-superior-hub-y-superior-rex-color-negro-22307
https://www.ibdglobal.com/shop/product/bat-60-s-bl-ajax-superior-internal-battery-60h-para-superior-hub-y-superior-rex-color-negro-22309
https://www.ibdglobal.com/shop/product/rex-s-g3-bl-ajax-superior-rex-g3-jeweller-color-negro-22305
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