
CaracterísticasCaracterísticas

- Detector PIR pasivo exterior.
- Haz cortina.
- Alcance 220m x 5.1m.
- Soporte incluido.
- IP65.
- Altas prestaciones.

AccesoriosAccesorios
CH12001001 
CH12003001 
CH18000101 
IFM-485-ST 

https://www.ibdglobal.com/shop/product/pro-e400h-detector-pir-pid-cortina-200x3-3m-1-3o-soporte-calefactor-lamina-de-

silicona-13047

PRO-E400HPRO-E400H
Detector PIR-PID, cortina, 200x3.3m, 1.3º, soporte, calefactor, láminaDetector PIR-PID, cortina, 200x3.3m, 1.3º, soporte, calefactor, lámina
de siliconade silicona
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https://www.ibdglobal.com/shop/product/ch12001001-cable-interface-para-detectores-pro-e-17379
https://www.ibdglobal.com/shop/product/ch12003001-icommission-herramienta-de-ajuste-vertical-para-detectores-pro-e-series-12896
https://www.ibdglobal.com/shop/product/ch18000101-telescopio-para-ajuste-de-precision-para-detectores-pro-e-medio-y-largo-alcance-12897
https://www.ibdglobal.com/shop/product/ifm-485-st-modulo-interface-comunicacion-bidireccional-incluye-cables-y-fw-sw-cd-12944
https://www.ibdglobal.com/shop/product/pro-e400h-detector-pir-pid-cortina-200x3-3m-1-3o-soporte-calefactor-lamina-de-silicona-13047
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