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IPC-HDBW3441F-AS-0280B-52

Domo IP H265 4M DN WDR Starlight IVS IR30m 2.8mm IK10 IP67
PoE SD MIC AUDIO E/S Al

Caracteristicas

Accesorios
- Resolucién hasta 4MP@25IPS. PFA109
- Optica Fija de 2.8mm (102°x54°x121° (HxVxD)). F1.5. PEA136-V2

- 3 Streams simultdneos hasta 20 usuarios (ancho de banda total: 64M). PFB220C-V2
- 1E/1S Alarma, 1E/1S Audio. Micro incluido. Soporta tarjeta Micro SD de 256GB.

- Compatible con: ONVIF (Profile S/G/T); CGl; P2P; Milestone. Genetec.

- Software de gestion: Smart PSS, DSS, DMSS.

- Alimentacién 12Vdc (3.8W) y PoE (4.6W). Tecnologia Starlight.

- Dimensiones y peso: ®111x64.8mm / 0.423Kg.

*WizSense Series: Perimeter Protection, Al SSA, Quick Pick,Smart Search, SMD 4.0.

PFB2211C
PFB2212C
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https://www.ibdglobal.com/shop/product/pfa109-adaptador-de-montura-para-hdbwxxexx-hdbwxxrxx-hdwxxtlxx-hdwxxlxx-21772
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https://www.ibdglobal.com/shop/product/pfb2211c-soporte-para-montaje-en-techo-para-domos-ajustable-475-800mm-21795
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