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TECHNOLOGY

IPC-HFW2841T-/S

Tubular IP H265 8M WDR Starlight IR60m 2.7-13.5VFM IP67 PoE SD

MIC Al

Caracteristicas

- Resolucion hasta SMP@171PS, 4AMP@25I1PS.

- Optica motorizada 2.7-13.5mm (113°-31°x58°-18°x138°-36° (HxVxD)). F1.5.

- 2 Streams simultdneos hasta 20 usuarios (ancho de banda total: 48M).
- Micro incluido. Soporta tarjeta Micro SD de 256G.

- Compatible con: ONVIF (Profile S/G/T); CGl.

- Software de gestion: SmartPSS Llte, DSS, DMSS.

- Alimentacién 12Vdc (2.7W) y PoE (3.6W). Tecnologia Starlight.

- Dimensiones y peso: 238.5x90.7x90.7mm / 0.74Kg.

*WizSense Series: Perimeter Protection, Smart Search, SMD Plus.

Productos Alternativos
IPC-HFW2241T-ZS
IPC-HFW2441T-ZS
IPC-HFW2541T-7ZS-S2

Accesorios
PFA130-E-V3

https://www.ibdglobal.com/shop/product/ipc-hfw2841t-zs-tubular-ip-h265-8m-wdr-starlight-ir60m-2-7-13-5vfm-ip67-poe-sd-

mic-ai-19014

SMART TECH IBD GLOBAL SOLUTIONS, SL - CIF: B63904445 - R.M. de Barcelona: Volumen 37766, Folio 143, Hoja B-311665


https://www.ibdglobal.com/shop/product/ipc-hfw2241t-zs-tubular-ip-h265-2m-wdr-starlight-ir60m-2-7-13-5vfm-ip67-poe-sd-mic-ai-18479
https://www.ibdglobal.com/shop/product/ipc-hfw2441t-zs-tubular-ip-h265-4m-wdr-starlight-ir60m-2-7-13-5vfm-ip67-poe-sd-mic-ai-19002
https://www.ibdglobal.com/shop/product/ipc-hfw2541t-zs-s2-tubular-ip-h265-5m-wdr-starlight-ir60m-2-7-13-5vfm-ip67-poe-sd-mic-ai-19129
https://www.ibdglobal.com/shop/product/pfa130-e-v3-caja-conexiones-impermeable-para-camaras-tubulares-y-minidomos-dahua-con-anclaje-en-3-puntos-21841
https://www.ibdglobal.com/shop/product/ipc-hfw2841t-zs-tubular-ip-h265-8m-wdr-starlight-ir60m-2-7-13-5vfm-ip67-poe-sd-mic-ai-19014

	IPC-HFW2841T-ZS
	Tubular IP H265 8M WDR Starlight IR60m 2.7-13.5VFM IP67 PoE SD MIC AI


