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TECHNOLOGY

SD6C3232DB-HC

Domo PTZ HDCVI 2M 1080P DN WDR Starlight IR200m 32X 3D

IP66 AUDIO E/S

Caracteristicas

- Resolucién hasta 1080P@25I1PS.

- 32xZoom éptico 4.5-144mm (H:59.6°-2.8°; V:34.1°-1.6° D:67.9-3.3°), F1.6-F4.0.

- Instalacién exterior a pared (alimentador y soportes pared incluidos).

- Alimentacién / Consumo: 24Vac@2.5A / 9.5W (Mdx 25W PTZ + illuminator).
- Tecnologia Starlight.

- Soporta posicionamiento inteligente 3D con protocolo DH-SD.

- 1 entrada de audio. 2 entradas de 1 salida de alarma.

- Dimensiones y peso: 325.3x$®202mm / 4.6Kg.

Productos Alternativos
SD40215-HC-LA
SD52C225DB-HC

Accesorios
PFA111
PFA126
PFB300C
PFB301C
PFB301S-E
PFB303S

https://www.ibdglobal.com/shop/product/sd6c3232db-hc-domo-ptz-hdcvi-2m-1080p-dn-wdr-starlight-ir200m-32x-3d-ip66-

audio-e-s-19591
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https://www.ibdglobal.com/shop/product/sd40215-hc-la-domo-ptz-hdcvi-2m-1080p-dn-wdr-starlight-15x-3d-ip66-ik10-audio-e-s-13516
https://www.ibdglobal.com/shop/product/sd52c225db-hc-domo-ptz-hdcvi-2m-1080p-wdr-starlight-25x-3d-ik10-insercion-audio-e-s-19703
https://www.ibdglobal.com/shop/product/pfa111-adaptador-de-rosca-para-camaras-ptz-3893
https://www.ibdglobal.com/shop/product/pfa126-caja-conexiones-ip66-para-domos-motorizados-series-4-5-6-8-14927
https://www.ibdglobal.com/shop/product/pfb300c-soporte-para-montaje-en-techo-para-pfax-3895
https://www.ibdglobal.com/shop/product/pfb301c-soporte-para-montaje-en-techo-para-pfax-8306
https://www.ibdglobal.com/shop/product/pfb301s-e-soporte-para-montaje-en-pared-tipo-parapeto-para-ptz-5693
https://www.ibdglobal.com/shop/product/pfb303s-soporte-para-montaje-en-pared-tipo-parapeto-para-speed-dome-3274
https://www.ibdglobal.com/shop/product/sd6c3232db-hc-domo-ptz-hdcvi-2m-1080p-dn-wdr-starlight-ir200m-32x-3d-ip66-audio-e-s-19591
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