
CaracterísticasCaracterísticas

- Resolución hasta 4MP@25IPS.
- Óptica Fija de 2.8mm (98°x55°x115° (HxVxD)). F1.6.
- 2xLED de Luz blanca. Distancia de iluminación: Hasta 30m.
- Micro integrado. Soporta tarjeta Micro SD de 256GB. Dispone de RJ-45 (10/100 Base-T).
- Wi-Fi IEEE802.11b/g/n 2.4–2.4835 GHz; 2.4G.
- Software de gestión: Smart PSS; DSS; DMSS.
- Detección de personas: clasificación y detección de una forma muy precisa.
- Alimentación 12Vdc (Basic: 2.2W, Max: 6.2W). Alimentador incluido.
- Dimensiones y peso: Φ109.9x102.2mm / 0.323Kg.

AccesoriosAccesorios
PFA109 
PFA13G 
PFB205W-E 
PFB220C-V2 
TF-P100/128GB 
TF-P100/256GB 
TF-P100/64GB 
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https://www.ibdglobal.com/shop/product/pfa109-adaptador-de-montura-para-hdbwxxexx-hdbwxxrxx-hdwxxtlxx-hdwxxlxx-13992
https://www.ibdglobal.com/shop/product/pfa13g-caja-de-conexiones-para-hdw1-2-hfw1-anclaje-en-3-puntos-12670
https://www.ibdglobal.com/shop/product/pfb205w-e-pfb205w-e-16976
https://www.ibdglobal.com/shop/product/pfb220c-v2-soporte-para-montaje-en-techo-para-pfa10x-pfa117-21075
https://www.ibdglobal.com/shop/product/tf-p100-128gb-tarjeta-micro-sd-128gb-uhs-i-series-p100-18821
https://www.ibdglobal.com/shop/product/tf-p100-256gb-tarjeta-micro-sd-256gb-uhs-i-series-p100-19684
https://www.ibdglobal.com/shop/product/tf-p100-64gb-tarjeta-micro-sd-64gb-uhs-i-series-p100-19869
https://www.ibdglobal.com/shop/product/ipc-t4a-led-0280b-domo-ip-h265-4m-full-color-2xled30m-2-8mm-ip67-mic-wifi-ai-20097
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