
Características

- Resolución hasta 1080P@25IPS.
- 16xZoom óptico 5-80mm (H:59.6°–5.4°; V:34.6°–3.0°: D:67.3–6.2º), F1.6-F2.8.
- Instalación interior en techo o pared (alimentador incluido).
- Alimentación / Consumo: 12Vdc@3A / 8W / Máx 12W (PTZ).
- Tecnología Starlight.
- Soporta posicionamiento inteligente 3D con protocolo DH-SD.
- 1 entrada de audio. 2 entradas de 1 salida de alarma.
- Dimensiones y peso: Φ154.9x170.4mm / 1.8Kg.

Productos Alternativos
SD49225DB-HC 
SD4A216DB-HNY 
SD4A225DB-HNY 
SD4A225DB-R-HNY 
SD4A425DB-HNY 

Accesorios
PFA102 
PFA120-V2 
PFB302S 

https://www.ibdglobal.com/shop/product/sd42216db-hc-domo-ptz-hdcvi-2m-1080p-dn-wdr-starlight-16x-3d-ip66-ik10-audio-

e-s-20412

SD42216DB-HC
Domo PTZ HDCVI 2M 1080P DN WDR Starlight 16X 3D IP66 IK10
AUDIO E/S
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https://www.ibdglobal.com/shop/product/sd49225db-hc-domo-ptz-hdcvi-2m-1080p-dn-wdr-starlight-ir100m-25x-3d-ip66-audio-e-s-18832
https://www.ibdglobal.com/shop/product/sd4a216db-hny-domo-ptz-ip-2m-dn-wdr-starlight-ir100m-16x-3d-ip66-poe-audio-e-s-ai-19019
https://www.ibdglobal.com/shop/product/sd4a225db-hny-domo-ptz-ip-2m-dn-wdr-starlight-ir100m-25x-3d-ip66-poe-audio-e-s-ai-19377
https://www.ibdglobal.com/shop/product/sd4a225db-r-hny-domo-ptz-ip-2m-dn-wdr-starlight-ir50m-invisible-25x-3d-ip66-poe-audio-e-s-ai-19376
https://www.ibdglobal.com/shop/product/sd4a425db-hny-domo-ptz-ip-4m-dn-wdr-starlight-ir100m-25x-3d-ip66-poe-audio-e-s-ai-19378
https://www.ibdglobal.com/shop/product/pfa102-adaptador-de-rosca-para-sd42-3858
https://www.ibdglobal.com/shop/product/pfa120-v2-caja-conexiones-rectangular-con-anclaje-en-4-puntos-para-pfw-pfb300s-pfb303w-pfb305w-pfb306w-21840
https://www.ibdglobal.com/shop/product/pfb302s-soporte-para-montaje-en-pared-para-pfa100-pfa101-pfa102-pfa103-3859
https://www.ibdglobal.com/shop/product/sd42216db-hc-domo-ptz-hdcvi-2m-1080p-dn-wdr-starlight-16x-3d-ip66-ik10-audio-e-s-20412
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