
Características

- Panel de control híbrido del sistema de seguridad sin carcasa.
- 1x Ethernet 100 Mbps..
- 4G(LTE)/3G/2G (2 tarjetas SIM).
- Conexión de antena ext. 4G.
- Hasta 250 dispositivos cableados(Fibra)/inalámbricos(Jeweller).
- 8 líneas para conectar dispositivos cableados Fibra.
- Notificaciones push, llamadas y SMS para notificar a los usuarios.
- Admite verificación fotográfica.
- Admite videovigilancia.
- Escenarios de automatización.
- Conexión a CRA.
- Gestión y configuración en apps Ajax.
- Alimentación: 110-240 V, 50/60 Hz.
- Dimensiones: 185 × 99 × 43 mm.
- Peso: 0,184 Kg.
- Certificado Grado 3.

Accesorios
ANTENA-EXT-BL 
CASE-395-BL 
CASE-395-WH 
CASE-430-BL 
CASE-430-WH 
HOLDER-TYPE-B-BL 
HOLDER-TYPE-B-WH 

https://www.ibdglobal.com/shop/product/hub-hybrid-2-s-ajax-superior-hub-hybrid-2-2-sim-without-casing-g3-22299

HUB-HYBRID-2-S
Ajax Superior Hub Hybrid 2 (2 SIM) (without casing). G3

 

SMART TECH IBD GLOBAL SOLUTIONS, SL - CIF: B63904445 - R.M. de Barcelona: Volumen 37766, Folio 143, Hoja B-311665

https://www.ibdglobal.com/shop/product/antena-ext-bl-ajax-antena-externa-lte-color-negro-20239
https://www.ibdglobal.com/shop/product/case-395-bl-ajax-case-e-395-ip65-color-negro-22311
https://www.ibdglobal.com/shop/product/case-395-wh-ajax-case-e-395-ip65-color-blanco-22312
https://www.ibdglobal.com/shop/product/case-430-bl-ajax-case-d-430400133-color-negro-19205
https://www.ibdglobal.com/shop/product/case-430-wh-ajax-case-d-430400133-color-blanco-19206
https://www.ibdglobal.com/shop/product/holder-type-b-bl-ajax-module-holder-type-b-color-negro-19707
https://www.ibdglobal.com/shop/product/holder-type-b-wh-ajax-module-holder-type-b-color-blanco-19708
https://www.ibdglobal.com/shop/product/hub-hybrid-2-s-ajax-superior-hub-hybrid-2-2-sim-without-casing-g3-22299
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