
CaracterísticasCaracterísticas

- Sensor infrarrojo "abre puertas".
- Tensión de funcionamiento 12 V a 24 Vac o Vdc.
- Alcance (en función de la altura de montaje) 165 x 60 cm a 250 x 480 cm.
- Procesamiento de señales modo RTE y de seguridad.
- Compensación de temperatura progresiva Método Dual-Slope.
- Velocidad de marcha recogible 0,1 a 0,35 m/Seg.
- Relé de alarma dos salidas en forma de C.
- Pantalla LED verde (funcionamiento).
- Altura de instalación de 210 a 460 cm.
- Dimensiones: 178 x 50 x 50 mm.

AccesoriosAccesorios
SMB10 
SMB10C 
SMB10T 

https://www.ibdglobal.com/shop/product/is310wh-sensor-infrarrojo-abre-puertas-techo-pared-instalacion-en-interior-11375
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https://www.ibdglobal.com/shop/product/smb10-pack-con-5-rotulas-para-series-mc-is-y-dt7xxx-11438
https://www.ibdglobal.com/shop/product/smb10c-pack-con-5-rotulas-para-series-mc-is-y-dt7xxx-instalacion-en-techo-11439
https://www.ibdglobal.com/shop/product/smb10t-pack-con-5-rotulas-para-series-is-y-dt7xxx-con-tamper-11440
https://www.ibdglobal.com/shop/product/is310wh-sensor-infrarrojo-abre-puertas-techo-pared-instalacion-en-interior-11375
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