
CaracterísticasCaracterísticas

- Resolución hasta 4MP@25IPS.  
- Óptica Fija de 2.8mm (102ºx55ºx121º (HxVxD)), F1.6.
- 2 Streams simultáneos hasta 20 usuarios.
- Micro incluido. Soporta tarjeta Micro SD de 256G.
- Compatible con: ONVIF (Profile S/Profile G/Profile T); CGI; P2P; Milestone; Genetec.
- Software de gestión: Smart PSS; DSS; DMSS.
- Alimentación 12Vdc y ePoE (2.1W(12Vdc); 2.5W(PoE)). Tecnología Starlight.
- Dimensiones y peso: Φ109.9x100.9mm / 0.39Kg.

Productos AlternativosProductos Alternativos
IPC-HDW2230T-AS-S2 
IPC-HDW2230T-AS-S2-B 
IPC-HDW2239T-AS-LED-S2 
IPC-HDW2439T-AS-LED-S2 

AccesoriosAccesorios
PFA130-E 
PFB203W 

https://www.ibdglobal.com/shop/product/ipc-hdw2431t-as-0280b-s2-domo-ip-h265-4m-dn-smart-wdr-starlight-ivs-ir30m-2-

8mm-ip67-poe-mic-17812

IPC-HDW2431T-AS-0280B-S2IPC-HDW2431T-AS-0280B-S2
Domo IP H265 4M DN SMART WDR Starlight IVS IR30m 2.8mm IP67Domo IP H265 4M DN SMART WDR Starlight IVS IR30m 2.8mm IP67
PoE MICPoE MIC
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https://www.ibdglobal.com/shop/product/ipc-hdw2230t-as-s2-domo-ip-h265-2m-dn-smart-starlight-ivs-ir30m-2-8mm-ip67-poe-sd-mic-13387
https://www.ibdglobal.com/shop/product/ipc-hdw2230t-as-s2-b-domo-ip-h265-2m-dn-smart-starlight-ivs-ir30m-2-8mm-ip67-poe-sd-mic-color-negro-13510
https://www.ibdglobal.com/shop/product/ipc-hdw2239t-as-led-s2-domo-ip-h265-2m-full-color-wdr-led30m-2-8mm-ip67-poe-sd-mic-13377
https://www.ibdglobal.com/shop/product/ipc-hdw2439t-as-led-s2-domo-ip-h265-4m-full-color-wdr-led30m-2-8mm-ip67-poe-sd-mic-13378
https://www.ibdglobal.com/shop/product/pfa130-e-caja-conexiones-impermeable-para-hfw4-5-6-10-11-hdw1-2-4-5-6-7-8-2850
https://www.ibdglobal.com/shop/product/pfb203w-soporte-pared-para-domos-hdbw6-hdbw8-3681
https://www.ibdglobal.com/shop/product/ipc-hdw2431t-as-0280b-s2-domo-ip-h265-4m-dn-smart-wdr-starlight-ivs-ir30m-2-8mm-ip67-poe-mic-17812
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