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SD22204DB-GNY-W
Domo PTZ IP 2M DN dWDR Starlight 4X 3D IP66 IK10 WiFi Al
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Caracteristicas Productos Alternativos
SD22204DB-GNY
- Resolucién Megapixel hasta 1080P@25IPS. SD22404DB-GNY
- 3 Streams simultdneos hasta 20 usuarios (ancho de banda total: 64M).
- Bit Rate: Accesorios
H264: 2048 Kbps-8192 Kbps. PEA106-V2

H265: 768 Kbps-6400 Kbps.
- Auto 4xZoom 2.8-12mm (H:99.1°-31.9% V:53.4°-18° D: 117.7°-36.6°), F1.6-F3.0.
- Rango Pan/Tilt:
Pan: 0 ~ 355°, Tilt: 0 ~ 90°.
- Velocidad PTZ:
Manual: 0.1° - 100°/s Pan, 0.1° - 60°%s Tilt.
Preset: 100°s Pan, 60°%s Tilt.
- Wi-Fi Estdndar inaldmbrico:
802.11n; IEEEB02.11b; 802.11g. Frecuencia
2.4GHz y transmision de 150Mbps.
- Alimentacién / Consumo: 12Vdc@1A (Max 4.8W).
- Software de gestion: DSS; DMSS.
- TVS 6000V Proteccién contra descargas eléctricas.
- Dimensiones y peso: ®122x89mm / 0.5Kg.
* WizSense Series: Perimeter Protection, Face Detection, SMD 3.0.

https://www.ibdglobal.com/shop/product/sd22204db-gny-w-domo-ptz-ip-2m-dn-dwdr-starlight-4x-3d-ip66-ik 10-wifi-ai-17851

SMART TECH IBD GLOBAL SOLUTIONS, SL - CIF: B63904445 - R.M. de Barcelona: Volumen 37766, Folio 143, Hoja B-311665


https://www.ibdglobal.com/shop/product/sd22204db-gny-domo-ptz-ip-2m-dn-dwdr-starlight-4x-3d-ip66-ik10-poe-ai-17850
https://www.ibdglobal.com/shop/product/sd22404db-gny-domo-ptz-ip-4m-dn-dwdr-starlight-4x-3d-ip66-ik10-poe-ai-19077
https://www.ibdglobal.com/shop/product/pfa106-v2-adaptador-de-montura-para-hdbw1-2-3-5-hdw1-2-3-5-pfb220c-pfb305w-21691
https://www.ibdglobal.com/shop/product/sd22204db-gny-w-domo-ptz-ip-2m-dn-dwdr-starlight-4x-3d-ip66-ik10-wifi-ai-17851

	SD22204DB-GNY-W
	Domo PTZ IP 2M DN dWDR Starlight 4X 3D IP66 IK10 WiFi AI


