
Características

- Relé de potencia para controlar la alimentación de manera remota.
- Activación por programación, al armar/desarmar el sistema, por temperatura y alarma.
- Funcionamiento en rédes eléctricas de 110/230 V~.
- Potencia max. 3Kw / 13A a 230 V.
- Modo impulso y biestable.
- Duración del impulso ajustable.
- Protección de temperatura, corriente y tensión.
- Gestión y configuración en apps Ajax.
- Comunicación con un hub a una distacia de hasta 1.000 m.
- Clasificación de protección: IP20.
- Dimensiones: 39 × 33 × 18 mm.
- Peso: 30 g.

Accesorios
DIN-HOLDER 

https://www.ibdglobal.com/shop/product/wallswitch-bl-ajax-wallswitch-jeweller-rele-de-potencia-inalambrico-relay-color-

negro-18092

WALLSWITCH-BL
Ajax WallSwitch Jeweller. Relé de potencia inalámbrico (Relay). Color
negro
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https://www.ibdglobal.com/shop/product/din-holder-ajax-din-holder-soporte-para-fijar-un-relay-o-un-wallswitch-en-un-carril-din-18255
https://www.ibdglobal.com/shop/product/wallswitch-bl-ajax-wallswitch-jeweller-rele-de-potencia-inalambrico-relay-color-negro-18092
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