
Características

- TiOC, Cámaras 3EN1, Full Color, Disuasión activa. Necesita XVR-I2 para realizar la Inteligencia
Artificial (AI).
- Óptica Fija de 3.6mm (89°x47°x104° (HxVxD)), F1.0.
- Cámara 4 en 1. Soporta HDCVI, AHD, HDTVI y CVBS. Los cuatro formatos se pueden conmutar
a través del menú OSD o mediante el controlador UTC.
- Disuasión activa con luz roja y azul, sirena e interfaz de salida de alarma.
- Alarma de destello rojo y azul. Luz cálida de 40m.
- Entrada de Audio. Micrófono incorporado.
- Alimentación 12Vdc (Max 10.5W Luz cálida encendida).
- Dimensiones y peso: Φ122x110.9mm / 0.69Kg.

Productos Alternativos
HAC-ME1239TQ-A-PV-0280B 
HAC-ME1239TH-A-PV-0280B 
HAC-ME1509TH-A-PV-0360B-S2 

Accesorios
PFA130-E-V3 
PFB2212C 

https://www.ibdglobal.com/shop/product/hac-me1509h-a-pv-0360b-s2-domo-hdcvi-tioc-4en1-5m-wdr-iluminacion-dual-

led40m-ir40m-3-6mm-ip67-mic-18465

HAC-ME1509H-A-PV-0360B-S2
Domo HDCVI TiOC 4EN1 5M WDR Iluminación Dual LED40m/IR40m
3.6mm IP67 MIC
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https://www.ibdglobal.com/shop/product/hac-me1239tq-a-pv-0280b-domo-hdcvi-tioc-4en1-2m-1080p-wdr-iluminacion-dual-led40m-ir40m-2-8mm-ip67-audio-mic-e-s-17555
https://www.ibdglobal.com/shop/product/hac-me1239th-a-pv-0280b-tubular-hdcvi-tioc-4en1-2m-1080p-wdr-iluminacion-dual-led40m-ir40m-2-8mm-ip67-audio-mic-e-s-17554
https://www.ibdglobal.com/shop/product/hac-me1509th-a-pv-0360b-s2-tubular-hdcvi-tioc-4en1-5m-wdr-iluminacion-dual-led40m-ir40m-3-6mm-ip67-mic-18472
https://www.ibdglobal.com/shop/product/pfa130-e-v3-caja-conexiones-impermeable-para-camaras-tubulares-y-minidomos-dahua-con-anclaje-en-3-puntos-21841
https://www.ibdglobal.com/shop/product/pfb2212c-soporte-para-montaje-en-techo-para-domos-ajustable-815-1500mm-21755
https://www.ibdglobal.com/shop/product/hac-me1509h-a-pv-0360b-s2-domo-hdcvi-tioc-4en1-5m-wdr-iluminacion-dual-led40m-ir40m-3-6mm-ip67-mic-18465
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