
Características Productos Alternativos
HAC-HDW1200TLM-IL-A-0280B-S6 
HAC-HDW1200CLQ-IL-A-0280B-S6 
HAC-HDW1200T-IL-A-0280B-S6 
HAC-HDW1239TLQ-IL-A-0280B-S3 

Accesorios
PFA106-V2 
PFA13G 
PFB205W-E 
PFB220C-V2 
PFB305W-V2 

https://www.ibdglobal.com/shop/product/hac-hdw1500clq-il-a-0280b-s3-minidomo-hdcvi-4en1-5m-iluminacion-dual-led30m-

ir30m-smart-light-2-8mm-ip67-mic-quick-to-install-21509

HAC-HDW1500CLQ-IL-A-0280B-S3
MiniDomo HDCVI 4EN1 5M Iluminación Dual LED30m/IR30m Smart
Light+ 2.8mm IP67 MIC Quick-to-install
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https://www.ibdglobal.com/shop/product/hac-hdw1200tlm-il-a-0280b-s6-minidomo-hdcvi-4en1-2m-1080p-iluminacion-dual-led20m-ir20m-2-8mm-ip67-mic-19383
https://www.ibdglobal.com/shop/product/hac-hdw1200clq-il-a-0280b-s6-minidomo-hdcvi-4en1-2m-1080p-iluminacion-dual-led20m-ir20m-2-8mm-ip67-mic-quick-to-install-19384
https://www.ibdglobal.com/shop/product/hac-hdw1200t-il-a-0280b-s6-minidomo-hdcvi-4en1-2m-1080p-iluminacion-dual-led40m-ir40m-2-8mm-ip67-mic-19292
https://www.ibdglobal.com/shop/product/hac-hdw1239tlq-il-a-0280b-s3-minidomo-hdcvi-4en1-2m-1080p-wdr-iluminacion-dual-led30m-ir30m-smart-light-2-8mm-ip67-mic-quick-to-install-21008
https://www.ibdglobal.com/shop/product/pfa106-v2-adaptador-de-montura-para-hdbw1-2-3-5-hdw1-2-3-5-pfb220c-pfb305w-21691
https://www.ibdglobal.com/shop/product/pfa13g-caja-de-conexiones-para-hdw1-2-hfw1-anclaje-en-3-puntos-21784
https://www.ibdglobal.com/shop/product/pfb205w-e-soporte-pared-para-domos-hdwxxxx-16976
https://www.ibdglobal.com/shop/product/pfb220c-v2-soporte-para-montaje-en-techo-para-pfa10x-pfa117-21075
https://www.ibdglobal.com/shop/product/pfb305w-v2-soporte-para-montaje-en-pared-para-speed-dome-y-minidomos-21535
https://www.ibdglobal.com/shop/product/hac-hdw1500clq-il-a-0280b-s3-minidomo-hdcvi-4en1-5m-iluminacion-dual-led30m-ir30m-smart-light-2-8mm-ip67-mic-quick-to-install-21509
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