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HAC-HFW1500TLM-IL-A-0280B-53

Tubular HDCVI 4EN1 5M lluminacion Dual LED40m/IR40m 2.8mm
IP67 MIC

Caracteristicas Productos Alternativos
HAC-HFW1239TLM-IL-A-0280B-S3
HAC-HFW1200TLM-IL-A-0280B-S6
HAC-HFW1200TLM-IL-A-0360B-S6
HAC-HFW1200CM-IL-A-0280B-S6
HAC-HFW1200CM-IL-A-0360B-S6
HAC-HFW 1500RM-IL-A-0280B-S3

Accesorios
G3416GW
PFA130-E-V3
PFA134-V2

https://www.ibdglobal.com/shop/product/hac-hfw1500tIm-il-a-0280b-s3-tubular-hdcvi-4en1-5m-iluminacion-dual-led40m-
ird0m-2-8mm-ip67-mic-21510
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https://www.ibdglobal.com/shop/product/hac-hfw1239tlm-il-a-0280b-s3-tubular-hdcvi-4en1-2m-1080p-full-color-wdr-iluminacion-dual-smart-light-led40m-ir40m-2-8mm-ip67-mic-20869
https://www.ibdglobal.com/shop/product/hac-hfw1200tlm-il-a-0280b-s6-tubular-hdcvi-4en1-2m-1080p-iluminacion-dual-led40m-ir40m-2-8mm-ip67-mic-19436
https://www.ibdglobal.com/shop/product/hac-hfw1200tlm-il-a-0360b-s6-tubular-hdcvi-4en1-2m-1080p-iluminacion-dual-led40m-ir40m-3-6mm-ip67-mic-19386
https://www.ibdglobal.com/shop/product/hac-hfw1200cm-il-a-0280b-s6-tubular-hdcvi-4en1-2m-dwdr-iluminacion-dual-led20m-ir20m-2-8mm-ip67-mic-19385
https://www.ibdglobal.com/shop/product/hac-hfw1200cm-il-a-0360b-s6-tubular-hdcvi-4en1-2m-dwdr-iluminacion-dual-led20m-ir20m-3-6mm-ip67-mic-19355
https://www.ibdglobal.com/shop/product/hac-hfw1500rm-il-a-0280b-s3-tubular-hdcvi-4en1-5m-iluminacion-dual-led30m-ir30m-2-8mm-ip67-mic-21201
https://www.ibdglobal.com/shop/product/g3416gw-junta-g3-4-impermeable-ip68-21198
https://www.ibdglobal.com/shop/product/pfa130-e-v3-caja-conexiones-impermeable-para-camaras-tubulares-y-minidomos-dahua-con-anclaje-en-3-puntos-21841
https://www.ibdglobal.com/shop/product/pfa134-v2-caja-conexiones-para-hfw1-2-3-anclaje-en-3-puntos-21064
https://www.ibdglobal.com/shop/product/hac-hfw1500tlm-il-a-0280b-s3-tubular-hdcvi-4en1-5m-iluminacion-dual-led40m-ir40m-2-8mm-ip67-mic-21510
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